
TLS
LED STRIP SERIES
TBD.DSC48(W)
6.0W INDOOR/OUTDOOR RGBW LED STRIP

PROJECT NAME: DATE: TYPE:

SPECIFIER: PREPARED BY:

PART NO.:

ORDERING GUIDE

ACCESSORIES

• 24V DC Constant Voltage
• 6.0 Watts Per Foot
• 48 LEDS Per Foot
• 380 Lumens (White)/185 Lumens (RGB)
• 95+ CRI
• Max Run Length 16’
• Beam Angle: 120°
• Field Cuttable Every 3.94”
• Indoor IP22 Rated: Width 0.55” x Depth 0.15”
• Outdoor IP65 Rated: Width 0.62” x Depth 0.18”
• Requires Remote TLS Power Supply
• Dimming 4 Channel DMX Decoder or Stand Alone
• Certification: UL Listed
• Long Life 50,000 Hours
• Application Friendly: UV Free and IR Free
• Environmentally Friendly: Mercury Free and Lead Free

FEATURES

TBD.DSC48(W) RGBW is a linear lighting system optimal 
for areas where high-intensity dynamic lighting effects 
are desired. Great for many indoor / outdoor, commercial 
/ residential applications. With red, green, blue, white 
combined LEDs and 120° beam spread, this LED strip is 
a cost-effective option for color changing lighting effects: 
coves, slots, display.

OUTDOOR

REV 04272020
TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 – PMB377, Carbondale, CO 81623
www.tbdledsolutions.com

INDOOR
FIELD

CUTTABLE

TBD.DMX-4C
4 Channel DMX Decoder

(Sold Separately)

DRY/WET LOCATION
TBD.DSC48 -
Dry Location 
TBD.DSC48W -
Wet Location

LENGTH
16 - 16.4 ft.
100 - 100 ft.
PF - 12”

VOLTAGE
24 - 24V DC

COLOR / TEMP
RGBW27 - RGBW/2700K
RGBW30 - RGBW/3000K
RGBW40 - RGBW/4000K
RGBW50 - RGBW/5000K

RGBWNote: Controller options 
available upon request
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