
TLS
PROFILE CHANNEL SERIES 
TBD.E35SW
FLANGELESS / SUSPENDED SUPER WIDE PROFILE CHANNEL

PROJECT NAME: DATE: TYPE:

SPECIFIER: PREPARED BY:

PART NO.:

LENGTH
49 - 49.25”
98 - 98.5”

LENS
F - Frosted

ORDERING GUIDE

ACCESSORIES

Surface, Recessed or Suspended Mounting options 
160° Beam Spread
Lens: Frosted
Finish: Anodized Silver
Mud-In Mesh Bracket - Sold separately for Recessed 
Mount - (4) per 49.25″ and (8) per 98.5″. Top screws 
included. 1 9/16″ L x 2″ W with 3/4″ Flap

•
•
•
•
•

FEATURES

A super wide channel for areas needing maximum 
light output.  Options for surface, recessed mud-
in, or suspended mounting. This durable Anodized 
Aluminum Profile Channel not only adds a great finished 
appearance to your space, but also protects LED chips 
from dust, and provides superior thermal management 
for higher wattage LED strips, prolonging the overall 
lifetime of the lighting system. Patented diffusers 
maximize lumen output and beam distribution. 

REV 06232020
TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 – PMB377, Carbondale, CO 81623
www.tbdledsolutions.com

TBD.E35SW-EC
End Caps 

(2 Inlcuded)

TBD.E35SW-SK
Suspension Kit

(Sold Separately)

TBD.PMS 
Mud-in Mesh Bracket 

Recessed Mount
(Sold Separately)

TBD.E35SW

MOUNTING
SM - Surface or 
Recessed Mount 
(Included)
CS - Cable Suspension

Suspended Channel 
Accessories 

(Sold Separately)
TBD.CSCANOPY

TBD.CSCABLE

   2.0”

1 1/2”

1 1/2”
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