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LED CLOSET LIGHT SERIES

TBD.MS
INLINE MOTION SENSOR

TBD.MS is an Inline Motion Sensor that can be
used with any LED Closet Light Series. It has
a 20' Zone Radius and 120° Sensor Angle.

FEATURES

* 12V or 24V DC Input Voltage
+ 20 ft. Zone Radius
* 120° Angle
« Activation Settings: 10, 20, 30 second options
* UL, ETL & NRTL Rated, when used with
TLS Closet Lights.

INDOOR

<

TBD.CL-SMC
Mini Coupling (Included)

ORDERING GUIDE

TBD.MS

TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 — PMB377, Carbondale, CO 81623
www.tbdledsolutions.com REV07162020



PROJECT NAME: TYPE:

DATE:
SPECIFIER:

PART NO.: | PREPARED BY:

INLINE MOTION SENSOR INSTALLATION INSTRUCTION

INSTALLATION

Connect

TBD.CL-HWC-**
TBD.CL-PDC-**

S~ =l
e TBD.CL-***K-Sl

TBD.CL-LNK-**

PLEASE READ: important information before installation

e Always turn off power prior to installation or replacement
e Risk of electric shock. Do not use any connection pins to
touch any electrical conductors.

* Do not press directly on the top cover (lens), as it may
cause damage

¢ For indoor use only. Do not use the product in a potentially
combustive environment or outdoors.
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