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RGBW COLOR CHANGING TEMPERATURE CONTROLLER

PROJECT NAME: DATE: TYPE:

SPECIFIER: PREPARED BY:

PART NO.:

ORDERING GUIDE

•••••

•
•

•
•
•
•
•
•
•

REV 02172021
TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 – PMB377, Carbondale, CO 81623
www.tbdledsolutions.com
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Up to 8 receivers may be paired to a single remote. Multiple remotes cannot be paired to a single receiver.

The TBD CCT Control System provides wireless control 
for color-changing RGBW LED lights. Allows for up to 8 
distinct zones of color - for changing patterns, or static 
color; for bright or pastel ranges of color. Suitable for an 
installation with multiple areas of display, or for a single 
area requiring multiple remotes. Dry location use.

FEATURES

REMOTE T4X
Controls Up to 8 Receivers with Single Remote 
Built-in Lithium Battery
USB Rechargeable RF
Working Frequency 2.4GHZ 
Remote Distance 98 Ft
Sync/Zone Control Options
Up to 8 Custom Modes 
Standby Time 6 Months
Normal Using Time 30 Days 
Dimensions 5.7”L x 2.2”W x 0.87”H

RECEIVER T4-CV
Requires Remote
Input Voltage DC12V – DC24V
Max Current Load 5Ax4CH  Max 20A 
Max Output Power 240W (12V) 480W (24V) 
Dimensions 7.01”L x 1.89”W x 1.30”H
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