
TLS
LED STRIP SERIES
TBD.SH72
7.0W HIGH OUTPUT INDOOR LED STRIP

PROJECT NAME: DATE: TYPE:

SPECIFIER: PREPARED BY:

PART NO.:

TBD.SH72

ORDERING GUIDE

•  24V DC Input Voltage
•  7W per Foot
•  72 LED’s per Foot
•  770 Lumens per Foot, 3000K
•  95+ CRI
•  Max Run Length 20’
•  Field Cuttable every 1.3”
•  Indoor Rated: Width 0.47” Depth 0.06”
•  Beam Angle 120°
•  Requires Remote Dimmable TLS Power Supply
•  Dimming: MLV, ELV, 0-10, TRIAC
•  Compatible with PSDH, PSDL, PSDE Series Only
•  Certifications: UL Listed; Title 24 JA8
•  Long Life 50,000 Hours
•  Application Friendly: UV Free & IR Free
•  Earth Friendly: Mercury and Lead Free

FEATURES

TBD.SH72 is a super high output linear lighting system 
contained within a single row strip.  At 7.0W per foot, 
produces over 770 lumens per foot!  Low profile, for use 
with shallow profile channels.  Superior choice for coves 
and cabinets, for indoor use on residential projects.  
Fully dimmable, 120º beam spread. 

REV 04092020
TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 – PMB377, Carbondale, CO 81623
www.tbdledsolutions.com

INDOOR
FIELD

CUTTABLE

LENGTH
16 - 16.4 ft.
100 - 100 ft.
PF - 12” 

VOLTAGE
24 - 24V DC

TEMP / COLOR
27K - 2700K
30K - 3000K
35K - 3500K
40K - 4000K
50K - 5000K
60K - 6000K

7.0W 95+per ft. CRI DIMMABLE
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